


Con l'esperienza pluridecennale e la forza di un leader, Angelo Romani ha stabilito di recente un nuovo assetto di gruppo per affrontare

con pit determinazione le nuove sfide. Oggi le diverse aziende produttive del gruppo sono accomunate da un’'unica ragione sociale

e un solo stabilimento. Unite da una sola strategia e insieme piu forti, le divisioni societarie oggi sono identificabili nei mercati di riferimento

da tre nuovi sub-brand.

Presente da molti anni nel mercato

della lavorazione della lamiera, il gruppo

sta rafforzando, e soprattutto sviluppando,
la propria gamma di attrezzature per lamiera
per presse piegatrici e cesoie a ghigliottina.

E un mercato consolidato, nel quale il gruppo
sta producendo un ingente impegno con

un obiettivo particolarmente ambizioso:
affermarsi come leader mondiale

nella produzione di lame sia lineari

che circolari e piastre di usura destinate
allindustria siderurgica.

La produzione di guide lineari su disegno

del cliente ha diversificato il business

del gruppo fra gli anni 70/°80, e gli ha
permesso di proporsi ai maggiori costruttori
di macchine utensili prima in Europa

e poi in tutto il Mondo, diventando nel settore
leader incontrastato.

With decades of experience as a leader in the market, Angelo Romani has recently reorganised the group to concentrate its activities

on new market demands. A recent amalgamation of the group into one large productive plant under the corporate name of Angelo

Romani, will drive the business through the 21st century. Linked together under one common strategy, company divisions are identified

in the market by three specific sub-brands.

With years of experience in the market of
sheet metalworking, the group is enhancing
and most of all developing its own range of
products and tooling for press brake

machines and guillotine shear machines.

A consolidate market, in which the group
has already generated impressive results.
Our ambition is to become the world wide
leader of crop shears, linear blades, wear
plates, circular blades, slitters, and spacers

for steel industry market.

The production of Linear Guides according
to customer drawings has added a new
market for the group which has drawn
the attention of major machine tool
manufacturers, initially in Europe and

now extended worldwide, becoming the

market leader in this sector.



SHEET
METALWORKING

Angelo Romani € lieta di introdurre sul mercato nazionale ed internazionale un prodotto dedicato alla lavorazione della lamiera altamente
innovativo: EASY TOOLING.

Punzoni e matrici sono realizzati in alluminio temprato e anodizzato che conferisce al prodotto caratteristiche distintive uniche quali:
estetica, maneggevolezza, facilita di installazione e riduzione dei costi di manutenzione.

L'alluminio anodizzato di EASY TOOLING e antiruggine e antigraffio: I'aspetto del prodotto rimane immutato nel tempo. Il suo peso
specifico comparato con i tradizionali prodotti in acciaio & notevolmente inferiore (Ps acciaio: 7,8 kg/dm? - Ps alluminio 2,7 kg/dm?)

e si traduce in una grande maneggevolezza, facilita di installazione e movimentazione da parte degli operatori.

La manutenzione & un altro punto di forza di EASY TOOLING: gli inserti di acciaio temprato posizionati nei punti di contatto sia dei punzoni
che delle matrici sono facilmente sostituibili, quando necessario, per avere attrezzi come nuovi evitando lunghi tempi di attesa per
effettuarne la rettifica. Quindi miglioramento della capacita produttiva ed una riduzione dei costi.

Per applicazioni di piega particolari sara inoltre possibile utilizzare inserti in materiali non ferrosi, evitando cosi di danneggiare la lamiera
nelle fasi di piegatura. Le performance di EASY TOOLING, nonostante I'estetica altamente innovativa, la sua leggerezza e la facilita di
manutenzione, sono esattamente assimilabili con quelle dei prodotti tradizionali.

EASY TOOLING e resistente, economico ed altamente performante.

—asy tooling.
The future is —asy!

Punches and dies for sheet metal bending, will have hereafter a completely different and attractive look: in fact they will be
realized, rather than in steel, in aluminium, material that brings remarkable advantages. In new Easy Tooling, the flexibility of
the aluminium is accompanied by hardened steel inserts in order to join in a single product the lightness of the aluminium and
the strength of the steel. The inserts made in steel, allow supporting the bending forces like normal tools: Easy Tooling takes
advantage from both materials that compose it, representing a real innovation in the field of sheet metalworking.

Compared to normal steel tools, Easy Tooling is more manageable, more economic and permits an easier maintenance. The
aluminium is in fact a lighter material to handle, important aspect to consider during tools substitution in the machine, and
has a longer duration than normal steel tools which usually has to be replaced or reground in case of wear of the material.
Now the maintenance is much easier: it is enough to replace the round inserts on the aluminium body, which don’t need

any preserving operation. Indeed, aluminium punches and dies do not oxidize, they don’t get ruined on working surfaces and
don't lapse neither, guaranteeing a remarkable economic saving. Furthermore, we can consider that for particular bending
applications, bronze and others non ferrous material inserts can be utilized avoiding damages or scratches to sheet metal.
Easy Tooling represents turning-point in sheet metal working market, which has been for many years too static and not
focused to research and technical innovation.

Easy tooling - patent: nr. AN 2008 U 000019



Vantaggi di Easy tooling

e Minore impronta sul profilo piegato

¢ Elevata resistenza al carico (T/m)

e Pratico e maneggevole

e NManutenzione economica e rapida

e Ampia gamma di inserti (ottone,
gomma, ecc.) per piegature di
materiali particolari
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